Catalog options:
Cover #6259

DETAIL A

3/4" NPT PP Flow
Spigot #16484

LR
v
Heavy Duty Polyethylene
g All Flllets : Tank w/ Internal Flonge & Spigot
—  ° 7 e #1487

and Rounds Rg"

DIMENSIONS ARE IN INCHES NAME DATE U I A M C O

o CE: + 1/4"
M:TE;SLAN ikl DRAWN JMP | 12/13/18 NDUSTR
LLDPE - FDA resin APPROVED ]39,0 Neubrech’r ROOd
PROPRIETARY AND CONFIDENTIAL CAPACITY 2 US gal COMMENTS: Lima, Ohio 45801
MAX. OPERATING TEMP. 140°F gal. STOCK NO. REV

TENSIENCTIENTS | (NTERITIENT SERVICE TO T60° oo Transucent 14874 | A
TAMCO. ANY REPRODUCTION IN PART SEE CHEMICAL RESISTANCE NO UV Stabilized
OR AS A WHOLE WITHOUT THE WRITTEN CHART FOR COMPATABILITY  [NOMINAL WALL THICKNESS
PERMISSION OF TAMCO IS PROHIBITED. 316" 50 NOT SCALE DRAIG | WEIGHT- 2.75 Ibs.




